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THREE-WAY ACTIVE LOUDSPEAKER

O 410Klein + Hummel

DESIGNED IN GERMANY
MADE IN IRELAND

AC230 V

AC120/100V

AC 100 V

AC120 V

ON

OFF

MAINS POWER
12V REMOTE
CONTROL

CAUTION!
Replace internal fuses only with

same type and rating
100V/120 V SB 10 A
230 V SB 6.3 A

AC 100 -230V ~ 50-60 Hz
Max. power consumption 1300 W

MAINS POWER

MAINS VOLTAGE
SELECTION

M
A
IN
S
P
O
W
E
R

SE
C
TI
O
N

12 V

0 V

Rear panel may
become too hot

to touch.

Leave enough
space for proper
ventilation

~

HOT

~~

It is recommended that this product be
calibrated in-situ by aspecialist usinga
proper acoustic measurement system.

Alternatively, the operating manual has some
suggested acoustical control settings. This
loudspeaker has a flat free-field response
when the acoustical controls are set to 0 dB.
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Thegenerated SPLat 1 mof this
loudspeaker is calculatedby adding
the "Output Level" and "InputGain"
control values together with the input

signal's dBu level.

Maximum acoustical output is limited
by the protection circuitry.

OUTPUT SPL

All safety and warning notices found in the user manual
should be observed. Specifica lly, do not expose to

moisture, liquids, flames, heat, vibration, dust, or direct
sunlight. Do not b lock or cover heatsinks or vents, and
leave adequate space for ventilation. Check mains power
voltage selection before connecting to correctly earthed

mains power.

There are no user serviceable parts inside this product.
Repairs should only be performed by authorized service
personnel. Options and accessor ies are fitted at the

user's own risk.

This loudspeaker is capable of producing a sound
pressure level in excess of 85 dB. This may cause
permanent hearing damage so user caution is

recommended. Noise exposure is a function of SPL and
time, so observe local regulations when
l istening at high levels for a long time.
Hearing protection may be required.
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Alternatively, the operating manual has some
suggested acoustical control settings. This
loudspeaker has a flat free-fie ld response
when the acoustical contro ls are set to 0 dB.
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The generated SPL at 1 m of this
loudspeaker is calculated by adding
the "Output Level" and "Input Gain"
control values together with the input

signal's dBu level.

Maximum acoustical output is limited
by the protection circuitry.

OUTPUT SPL

All safety and warning notices found in the user manual
should be observed. Specifically, do not expose to

moisture, liquids, flames, heat, vibration, dust, or direct
sunlight. Do not block or cover heatsinks or vents, and
leave adequate space for ventilation.Check mains power
voltage selection before connecting to correctly earthed

mains power.

There are no user serviceable parts inside this product.
Repairs should only be performed by authorized service
personnel. Options and accessories are fitted at the

user's own risk.

This loudspeaker is capable of producing a sound
pressure level in excess of 85 dB. This may cause
permanent hearing damage so user caution is

recommended. Noise exposure is a function of SPL and
time, so observe local regulations when
listening at high levels for a long time.
Hearing protection may be required.
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It is recommended that th is product be
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SERIAL NUMBER

BASS [dB]

MIDRANGE [dB]

TREBLE [dB]

INPUT GAIN [dB]

OUTPUT LEVEL [dB SPL at 1m]

ANALOG INPUT

CONNECT AUDIO GND

DISPLAY DIMMER [%]

114

-8

+6

+4
+2

-2

0

-4

0
+1

-1
-2

-1.5
0

-3
-4.5

-2.5
0

-5
-7.5

60
100

30
0

TICK HERE WHEN
TRANSFORMER BALANCED
INPUT OPTION IS FITTED

Pin 1 Audio GND
Pin 2 Sig nal +
Pin 3 Signal -

LIFT

IN
PU

T
S
EC
TI
O
N

AC
O
U
ST
IC
A
L

CO
N
TR
O
LS

100

Q

GAIN [dB]

FREQUENCY [Hz]

BYPASSED

-12

0

+4

7
8

4

5

123

6

90

60
40

200120

ON

+2

-6

PA
R
A
M
ET
RI
C

EQ
U
AL
IZ
ER

The generated SPL at 1 m of th is
loudspeaker is calculated by adding
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