





BT301 Series Owners Manual

BT301 Package includes:
Wooden case

BT301 microphone
Owners Manual
Warranty Sheet

JZ Microphones offers optional shock-mount JZI| 7 and
holder JZ|HLDR for your BT201 microphones (see pictures)

BT201 microphone on JZ microphone shock-mount 1Z1|7

Tip: We highly recommend to use 1Z1| 7 shockmount
together with your BT-301 microphones as
JZ1| 7 has extremely effective damping characteristics
allowing you to maximally reduce any unwanted
sounds appearing in your mix together with high
quality signal from your BT201 microphone.
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BT301 Series Owners Manual

Electronics

All JZ Microphones products use Class A discrete electronics,
where all components are tested and measured

for a maximum performance and grants to the

audio signal cleanest path and extremely low self

noise properties before any recording gear. All components
are hand soldered by our engineers to avoid

overheating of selected parts. While soldering the
components, overheating can ruin specifications of

very carefully selected electronic part.

BT201 series microphones are tube-less, therefore
electronic circuit is designed to work perfectly without
tube as modern electronics is developed to manage
the sighal path without it.

BT201 series microphones are transformer-less,
therefore electronics are designed to have maximum
performance without the transformer.

Electronic circuit design and component selection
for every JZ Microphones product is done according
to the capsule properties and its special needs to
grant the best possible performance and extremely
low self noise before any gear in the recording
chain.
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4 JZ Microphones
Connected Since 2007

BT201 Series Microphones
Owners Manual

Transducer type

Operating principal
Diaphragms active diameter
Frequency range

Polar pattern

Output impedance

Rated load impedance
Suggested load impedance
Sensitivity at 1000 Hz

into 1000 ohms load

S/N Ratio CCIR 468-3 weighted
S/N Ratio DIN/IEC 651 A-weighted
Equivalent noise level DIN/IEC
A-weighted

Maximum SPL for 0.5% THD

at 1000 ohm load

Dynamic range of the microphone
preamplifier

Phantom powering voltage on
pins 2 & 3 of XLR

Current consumption

Output connector

Signal polarity

Dimensions
Weight

electrostatic
pressure gradient
21 mm

20 Hz to 20 kHz
Cardioid,

50 ohms

1000 ohms

>500 ohms
33mV/Pa

87 db-A
5,5dB-A

133,5dB
128 db
+48 V (+/-4V)

2mA

3-pin XLR male, gold plated contacts
positive toward pressure on a frontal
diaphragm produces positive polarity
voltage on XLR pin #2 relatively to

pin #3

161,5 mm x 24 mm

140 g together with magneticly attached
head

BT-301 cardioid frequency response charts
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JZ Microphones
General contacts:
Address: Gaujas street 30, Marupe,
LATVIA, LV-2167
Tel: +37167246648
Fax: +37167246649
E-mail: info@jzmic.com
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